remove paint residues

If necessary, remove any paint residues from
the headset contact surfaces of the head tube of
your frame.

headset cup alignment

Before pressing in, inspect the alignment of the headset
cup. The notch on the outer edge of the headset cup must
be visible at the rear of the head tube and point backwards
down the centre of frame.

carbon
assembly paste

apply mounting paste

Degrease the inside of the head tube and apply a thin layer of
the supplied mounting paste to the marked contact surface.

insert the headset press

Insert the headset press as shown. The upper headset
press adapter should match the upper head tube or
upper headset cup and bearing. In this illustration, we
already have an upper headset cup with bearing installed.

prepare the headset cup

Place the headset cup with the fitted angular contact ball
bearing on the appropriate headset press adapter. Make
sure that the blocklock stopper is slotted into the recess
provided for this purpose.

press in the headset

Press in the lower part of the blocklock headset. You'll know
the headset cup is completely pressed in when it sits flush
with the frame.
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apply carbon assembly paste

Degrease the lower part of the fork steerer tube.
Once degreased, apply a thin layer of the supplied
carbon assembly paste.
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Hey! Did you know that we also sell grease in a can? It's
a lot of grease, so you can grease a lot. But what should
you grease? Your bearings, of course! Which you
should do often and regularly without overdoing it. As
always, you've got to find the right balance. Our grease
won't go rancid - promise!

driving direction

align the crown race

Drop the crown race onto the steerer tube.

Use the notch to center the crown race symmetrically with
the fork. The notch must point backward, against the
direction of travel.

Maintenance:

Warning: Accident risk due to material damage.

Regularly inspect your bicycle components for the development
of cracks and replace allected components immediately.

If you suspect that your bike may be damaged or not working
properly, refrain from using it and take it to a bicycle repair shop.
Caution: Never use a high-pressure cleaner or steam jet to clean
your bike. The seals of bicycle components aren't designed to
withstand high pressures. Using a high-pressure cleaner will
resultin corrosion and material damage. Be careful when using a
hose — never aim it directly at the bearings. The frequency of your
bike rides and the conditions determine how regularly you'll need
to service it. Carry out the following maintenance steps all the
more frequently if you ride your bike under extreme conditions
(rain, dirt, high mileage, etc.)

1. Vor jeder Fahrt Steuersatz-Spiel prifen:

Using one hand, pull the front brake.

- Place the other hand around the upper headset cup and cover.
- Move the bike back and forth several times. If you can feel play
in the headset, check the individual parts for wear.

- If there is no wear detectable, adjust the headset pre-load.

Caution: A loose or overtightened headset can damage the
headset cups and bearings.
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driving direction

fit the crown race

Hammer the crown race onto the fork crown
using the appropriate crown race tool until it sits flush
on the fork crown.

2. Clean the headset:

Attention: The penetration of water due to damaged or deformed
seals leads to bearing damage. Do not use metal tools when
working on the bearings as they can damage the cage and might
resultin the loss of bearing balls.

- Remove the handlebar, stem, and fork.

- Clean all parts with a clean cloth. Do not use detergents.
- Thoroughly clean the seals on the headset cover and
headset base. Do so very carefully.

- Reapply grease to the seals.

- Reassemble the headset.

Warranty terms:

In addition to the statutory warranty, Acros Sport GmbH grants a
24-month warranty on the product, covering material and
production defects. Product defects that aren't the result of user
error will be repaired or replaced at the discretion of Acros Sport
GmbH. The warranty does not cover the following:

- Usage-related wear of components

- Use of the product with incompatible products

- Improper handling due to negligence or misuse of the product
- Failure to maintain, clean, or repair the product

- Warranty claims due to transport damage must be made at the
appropriate company/facility.
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install the fork

Before installing the fork, grease the lower headset
bearing as well as the crown race. If you already have
the upper headset fitted, you can go ahead and install
your fork. If not, first fit the upper headset as described
in the enclosed user manual.

Acros Sport GmbH is not liable for consequential damage caused
by the product. This includes damage caused indirectly by a
malfunction, accidental damage, and damage attributable to the
product. To make a warranty claim, please print out the warranty
form at www.acros-components.com, complete it, and send it to:

Acros Sport GmbH
Benzstr. 58
71272 Renningen

+49 7159-167800
mail@acros-components.com

Have fun with your acros product!



